Wasco County Planning Departmeﬁt LAND USE APPLICATION

“Service, Sustainability & Solutions”

2705 East Second St. » The Dalles, OR 97058 FILE NUMBEE. PLASAR (2 —09-00(¢
(541) 506-2560 » wcplanning@co.wasco.or.us o
Www.co.wasco.or.us/planning FEE: r$ ) OO —

Date Received: G)/?%ly Planner Initials: %@ Date Complete: [O/Lp /[U Planner lnitials:%ﬁ

APPLICANT INFORMATION OWNER INFORMATION

Name: ?)(L\QD K '%OLD A Name: %W—\D (&me.ﬂ—f\_.

Address: |12l Stard \\id- Pr w Addresg: A -\S‘\"‘f\-f‘\\ 47LJ( DT W

City/State/Zip: The DPVH-IZS o0& 77‘75”{6 City/State/Zip: The DallesS ok 97058

Phone: q9~5"8 Ng-3487 | Phone: Lisz'(é‘)% - 3"f2’7

Email: mt’i 38 dlwc‘ol& 4 Evei © ;IA—hoJ«(bn\_ Email: YVI\.! 3@, Che ) Yo \6’:" A—*EM@ ‘lA\\M lorv

PROPERTY INFORMATION

Township/Range/Section/Tax Lot(s) Acct # Acres Zoning

AN \ZE 36 (A IR0 2461 xS R-) ¢ R-5

Property address (or location): i | 26 S'}’/-\l‘\aclk,jr Dl‘ Lo

Zoning Designation: @-) & R' ’; Environmental Protection District: (\{///At
Proposed Use: Qg}.'g l!ggsq+,(q I Permitted Subject to Section:

1
Water source: /‘L,gv\ovfi'H?\ Welt Sewage disposal method: Dep

Name of road providing access: 5"%'?\@.\& ST L
Current use of property: ’\2355&&6-/\:\—&5&(\ Use of surrounding properties: g { / 4%
L *

Do you own neighboring property?/a/NO U YES (description)

DETAILED PROJECT DESCRIPTION (proposed use, structures, dimensions, etc.):

° Lant Ty Build Acess To Back rhea  of Lot ak

The Sale ¢© The Qror)a,‘?u’. Relow wdl Keep me From
\4[4\)\«\;’ NCeess to %LC\/L \?{\‘o(\se?-ki

o lhand 1o Rl A Fence chan Linde ad Trper
Lns : i -

o_oond To RBoild 20" x 2L’ Budding on Race Huperly
T Stevée Ar\"’t% wi CAFS AnD  (OOYY on HuA AS
C’DPrrAeg,é Cof ?,Q_\-SO'/\A" wse . O Additional description/maps/pictures attached
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LEGAL PARCEL STATUS

Partition, Subdivision, OR

Most Recent Pre-9/4/1974 Deed #: \A)},ST H»‘ h‘/ AJJ "" v Date Filed:
Current Deed #: aD]"]‘ ~—€)C?| g "f ‘2 ‘ Date Filed: Lz /) 3/90/'/

The deed and a map showing the property described in the deed(s) must accompany this application.

SIGNATURES / f ﬁ)
Applicant(s): Date: _ 09 - 22 —20ik

: Date:
Property O\M C/ . Date:
6&_» fi B i) ‘\ d vy A Date: & ‘f « 22201
Date: )
Date:
Date:

PLEASE NOTE: Before this application will be processed, you must supply all requested information and forms, and address all listed
or referenced criteria. Pursuant to ORS 215.428, this office will review the application for completeness and notify Applicant of any
deficiencies within 30 days of submission. By signing this form, the property owner or property owner’s agent is granting permission
for Planning Staff to conduct site inspections on the property.

ALL LAND USE APPLICATIONS MUST INCLUDE:

'fﬂpplication Fee — Cash or Check (credit cards now accepted with additional fee)
A Site Plan
U Elevation Drawing

L Fire Safety Self-Certification

O Other applicable information/application(s): .

a

a

a

APPLICATIONS FOR PROPERTIES IN THE NATIONAL SCENIC AREA MUST ALSO INCLUDE:

/Zl/Scenic Area Application/Expedited Review
/Q/Color and Material Samples
Landscaping Plan
Grading Plan
Q Other applicable information/application(s):

a

a
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Wasco County Planning Department
“Service, Sustainability & Solutions”
2705 East Second St. « The Dalles, OR 97058

(541) 506-2560 ¢ wcplanning@co.wasco.or.us

www.co.wasco.or.us/planning

FILE NUMBER: ¥ LA AR lle-09 -Col¢

NATIONAL SCENIC AREA APPLICATION

Please describe your proposed development in the National Scenic Area below. Attach additional narrative if necessary.

MATERIAL, COLOR, NAME & VENDOR

LENGTH | WIDTH HEIGHT SQ. FT. (Samples Must Be Submitted)
EXISTING Development
Dwelling b 20 284 [Qw
Garasge  pplpched | )5 | 20 | 1D | 4SO
Other (shed, road etc...) Q_}-/ iis j a4 2) 8 O

PROPOSED Improvements

Dwelling

Main/Body

Trim

Roof(Fire Resistant)

Doors

Windows (frame, sill & sash)

Window Reflectivity Specs

Other Building(s)

¢

13

Main/Body

Trim

Roof(Fire Resistant)

Doors

Windows (frame, sill & sash)

Window Reflectivity Specs

40 A

wligli;
QYY)
.53 01916

PPud — Rehe

Z &0
Lioeud

RUE

P2 PP\LS = \2 @E\ng

Onkerideg ARBrowalbad cuen
PPW2-)9 Beha

,C‘)\ntv’

~ .
Almend /28 . 1014 Jiu

Decks

Fences/Gates

Ve !

Driveway

r

300

Exterior Lighting & Hooding

National Scenic Area Application
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ADDITIONAL INFORMATION

Your proposed development will be reviewed accdrding to the following criteria. It is important that your proposed design
takes them into consideration. Please consult Building in the Scenic Area - Scenic Resources Implementation Handbook
for additional guidance regarding the siting and design of your proposed development.

KEY VIEWING AREAS
Check which Key Viewing Areas can be seen from the development site:
0O Interstate 84, including rest stops
JA Washington State Route 14
O Historic Columbia River Highway
JA Columbia River
L Rowena Plateau and Tom McCall Point
O Washington State Route 142 (Lyle and Klickitat River road)
O old Washington State Route 14 (County Road 1230)

Is property within % mile of Interstate 84 or Historic Columbia River Highway (30)? ANo  QvES

If YES, indicate setbacks to the paved edge of the Scenic Travel Corridors

Is any structure on property 50 years old or older? N0 QVEs, year built:

Is proposed development site adjacent to agricultural uses? aNo /EfYES, type (grazing, orchards, grain, other):
S
O Chads

Please describe the operational characteristics of non-residential uses/structures, including hours of operation, number
of average daily trips, number of commercial events per year, etc. (attach additional pages if necessary):

o Stere VintAac g ue&u'd@ﬁ B0 Redigues

MAINTAIN TOPOGRAPHY
" The proposed development has been designed to retain the existing topography and to minimize grading activities
to the maximum extent practicable.

COMPATIBILTY
The proposed development is compatible with the general scale (height, dimensions and overall mass) of existing
nearby development.

SKYLINE »
/Q/The proposed development does not break the skyline as seen from any Key Viewing Areas.

VISUAL SUBORDINANCE
Q The proposed development is sited to achieve visual subordinance from Key Viewing Areas by utilizing existing
topography and existing vegetation. Please explain (attach additional pages if necessary):

National Scenic Area Application Page 2 of 3
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APPLICATION REQUIREMENTS

In addition to the items listed on the Land Use Application and Site Plan forms, the following information must be
included with all applications for development in the National Scenic Area.

MATERIAL SAMPLES
All samples of exterior colors and materials have been included with the application.

O If visible from Key Viewing Areas: Dark earth-tone colors found at the specific site or in the surrounding
I}\dscape and either non-reflective or minimally reflective (non-metal with low-reflectivity glass); OR

Z]/ If not visible from Key Viewing Areas: Earth-tone colors found at the specific site.

GRADING PLAN

All applications for structural development, except for trails in the SMA, involving more than 100 cubic yards of grading
and with slopes greater than 10 percent shall include a grading plan.  All proposed structural development involving
more than 200 cubic yards of grading on sites visible from Key Viewing Areas shall include a grading plan.

A grading plan is required /zﬁo QYES
If yes, a grading plan meeting the requirements below is included with the application:

/ A map of the site, prepared at a scale of 1 inch equals 200 feet (1:2,400) or a scale providing greater detail, with
contour intervals of at least 5 feet, including:
(1) Natural and finished grades.
(2) Location of all areas to be graded, with cut banks and fill slopes delineated.
(3) Estimated dimensions of graded areas.

,l:l A narrative description (may be submitted on the grading plan site map and accompanying drawings) of the
proposed grading activity, including:

(1) Its purpose.

(2) An estimate of the total volume of material to be moved.

(3) The height of all cut banks and fill slopes.

(4) Provisions to be used for compactions, drainage, and stabilization of graded areas. (Preparation of this
information by a licensed engineer or engineering geologist is recommended.)

(5) A description of all plant materials used to revegetate exposed slopes and banks, including the species,
number, size, and location of plants, and a description of irrigation provisions or other measures necessary
to ensure the survival of plantings.

(6) A description of any other interim or permanent erosion control measures to be used.

COMPLETENESS
&I | have read and understand the following:

If an application is deemed incomplete within 30 days of receipt, a letter shall be sent to the Applicant notifying him of
exactly what information is missing. Applicant shall have 30 days from the date the incomplete letter is sent to submit
the missing information. If the missing information is not submitted within this time frame, the application shall be
deemed complete for the purposes of the review on 31" day after receipt of the application.

Due to the missing information, Wasco County will be unable to adequately review the proposal to determine if it is
consistent with all applicable criteria, and landowners within the required notification area, affected agencies and other
interested parties will be unable to appropriately comment on the proposal. As a result, the proposal will be denied.
Pursuant to Wasco County National Scenic Area Land Use & Development Ordinance 2.120(D), Applicant will not be able
to submit a similar application for a minimum of one year unless the denial is reversed by a higher authority.

P:\ADMINISTRATIVE\Forms\APPLICATION_FORMS_Planning\NationalScenicArea.doc Last Updated June 2013
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Wasco County Planning Department
“Service, Sustainability & Solutions”

2705 East Second St. ¢ The Dalles, OR 97058
(541) 506-2560 ¢ cplanning@co.wasco.or.us
WWW.co.wasco.or.us/planning

FIRE SAFETY STANDARDS
SELF CERTIFICATION FORM

This checklist certifies that Applicant/Owner has reviewed, understands, and commits to maintain
compliance with Wasco County Fire Safety Standards. The information contained in this form shall be
recorded with the Wasco County Clerk.

Fire standards are listed in their entirety, with illustrations, in Chapter 10 of the Wasco County Land
Use & Development Ordinance (WC LUDO) and Chapter 11 of the Wasco County National Scenic Area
Land Use & Development Ordinance (NSA LUDO). Please confirm compliance by marking the
appropriate box and providing written comment if necessary. If compliance with applicable standards
cannot be certified by Applicant, please contact the Planning Department to request a modification to
Fire Safety Standards.

| File Number: PUASAR =1, - ©9 - QOl(f

PROJECT DESCRIPTION: () teate Alress 1o Back oF Q‘D(\DQP\*«E a S
Caictendt  PCLessS (o T%E_ Lost %q‘ Sale ofF ower
Dncank Lot Buald ﬁj@ X:Z.H '/éu.\\cl,\r\-7 oo S‘komf;,_o o
Sy %(A—C-L PO‘G“\'\O"\— o Lot, Insiall Chain Linal ?ané G:Q-@_oudilc?b

APPLICANT INFORMATION OWNER INFORMATION

Name: _SrCaD L owrmpn Name: ?)'2135) ?)ou’) man

Address: _\iZl &Ar\\gk’r “Br W Address: __ 11Z2le b‘ﬁ“rf‘\nq_,\«:l' O W
City/state/zip: ~The OAlleS oRE G08¢  City/State/Zip: The Dalles 6”2 G089
Phone: _425- 379-348"7 Phone: 426 -379 -34€7

Email: My 35 chevivlel4 ter @'\li Ahoo . (o~ Email: iy 28 @120@\3\@*4’5)@@71,4&@.@%

PROPERTY INFORMATION

Township/Range/Section/Tax Lot(s) Acct # Acres Zoning
2N 13E 30ch 3200 24| ) b2 2l & S

Property address (or location): IIQK(Q S’EA\‘\\C',L\_# B\‘ ) Th(LDAfHQS O¥ 9705‘5

Fire Safety Self-Certification ' Page 1of 5



SITING 10.110/11.110 — Please show approximate areas of steep slopes and proposed building
locations relative to the slopes on the site plan. Information shall be sufficient to demonstrate the

following: NOTE: Select either B(1) or B(2). ‘

A. You have identified site(s) for your building(s) that are not steeper than 40%.
&es — Comment jNo, See Attached Fire Safety Plan
\ TN

B(1). If your property is located in a Resource (A-1, F-1 or F-2) or Large Lot Residential Zone please
show, on the site plan, that you have identified site(s) for your building(s) that are at least 50 feet
back from the top of any slopes steeper than 30%;

Yes — Comment 1 No, See Attached Fire Safety Plan

B(2). If your property is located in a Resource or Large Lot Residential Zone pleaseAAshow you have
identified site(s) for your building(s) that are at least 30 feet back from the top of any slopes
steeper than 30% on the site plan and certify that you will be implementing the structural
techniques for increasing fire resistance discussed in 10. 110(B)(2)/11.110(B)(2) of the ordinance.

XYes — Comment L1 No, See Attached Fire Safety Plan

DEFENSIBLE SPACE 10.120/11.120 — Please show building location(s) including a boundary for the 50
foot fire fuel break boundary on the site plan. Information shall be sufficient to demonstrate the

following: NOTE: Select either A or B.

A. You have identified site(s) for the proposed building(s) that allow for a full 50 foot fire fuel break
either on the parcel or by easement over the necessary portion of an adjoining parcel;

Mes — Comment I No, See Attached Fire Safety Plan

Your property is located in an exception area or smaller lot residential zone and building(s) are
located to accommodate a 30 foot fire fuel break where a full 50 foot fire fuel break cannot be

provided for.

Yes — Comment ‘[0 No, See Attached Fire Safety Plan

CONSTRUCTION STANDARDS 10.130/11.130 — Please provide the following information about
construction details you will /mplement to increase the fire resistance of your proposed building(s):

A(1). Fire resistant roofing will be installed to the manufacturers’ specifications. Please confirm the
type of roofing and that the rating of the roof material by Underwriter’s Laboratory Classification

‘/ system is Class A, B, or its equivalent.
4 Yes — Comment
/
A(Z).‘E,Ie”ése verify that all spark arrestors will be installed to cap all chimneys and stove pipes. (The
" spark arrestors must meet NFPA standards)

,"‘)'
11 Yes— Comment

-
S,
",

Fire Safety Self-Certification Page 2 of 5



~
é(l/))Please verify the following for all decks:

Decks will be kept clear of fire wood, flammable building material, dry leaves and needles, and
other flammable chemicals.

£

'] Yes — Comment

Decks less than three feet above ground will be screened with noncombustible corrosion
resistant mesh screening material with openings %” or less in size.

J1 Yes — Comment

When required by standard 10.110(B)(2)/11.110(B)(2) decks will be built of fire resistant
material.

/lf] Yes — Comment

~ All flammables will be removed from the area immediately surrounding the structure to be
stored 20’ from the structure or enclosed in a separate structure during fire season.

/ Ye‘s— Comment
YN )

\B(2): Please confirm that all openings into and under the exterior of the building including vents and
louvers, will be screened with noncombustible corrosion resistant mesh screening material with

openings of %” or less.

b
[ Yes — Comment

o~
{ B@ Please acknowledge that you will limb up all trees overhanging the building to 8 above the
ground, as required by fire fuel break requirements, that vegetation will be trimmed back 10 feet
away from any chimney or stove pipe, and that trees overhanging the building will be maintained

free of all dead material.

l;].ﬁes— Comment
V4
/\

l& B(4)/ Please verify that the utilities will:

\ S

_-Be kept clear along their route if your private utility service lines are not underground

/Ij Yes — Comment

 Have a single point of access to the building if service is not provided underground.

_I1 Yes — Comment

Include a clearly marked main power disconnect switch at the pole or off grid power source for all
electrical service to new buildings and structures. This has been located on the site plan.

/
%l Yes — Comment

Fire Safety Self-Certification Page 3 of 5



B(5). Please confirm that a stand pipe will be provided 50 feet from the dwelling and any structure
_s€rved by a plumbed water system. This has been located on the site plan.

//
/"'/Y/es — Comment

£

ACCESS 10.140/11.140 — Please confirm that access onto and through your property meets the
following standards (Note: please show route, width, and alignment of access drives on the site plan):

A(1). New or improved driveways will be built and maintained to all weather design standards.
2—3” of % minus over 6-8” of pitrun base rock OR capable of supporting 75,000 Ibs GVW)
[ ]

y ] Yes — Comment ‘ 1 No, See Attached Fire Safety Plan

A(Z);;M‘i/r{imum widths — 12’ to 16’, depending on number and severity of curves — will be maintained.

-~
I7'Yes — Comment [1 No, See Attached Fire Safety Plan |

F

B(l).ﬁcofr;ers will meet the minimum curve radius (20’ or 48’) required for large vehicles.

ff":?es — Comment J No, See Attached Fire Safety Plan

B(Zd_),_,.‘:A(;erage grade or slope will be 10% or less. Short sections, 100 or less, may reach 12%.

Yes — Comment 1 No, See Attached Fire Safety Plan

B(3). Turnouts 40’ long by 20’ wide will be provided at least every 400°.

é’.

~""'Yes — Comment . 1 No, See Attached Fire Safety Plan

C(1) Minimum clearance of 13’ vertical and 14’ horizontal will be maintained for emergency vehicles.

JEl Yes — Comment - : [0 No, See Attached Fire Safety Plan

C(Z) _Fire fuel break extending 10’ both sides of driveway center line will be maintained.

I Yes — Comment 1 No, See Attached Fire Safety Plan

D.J¢;s-"lj'fiveways longer than 150’ will end with a 95’ diameter turnaround (or 120’ hammerhead).

H Yes — Comment ’ [1 No, See Attached Fire Safety Plan

E. _Bridges and culverts will support 75,000 Ibs gross vehicle weight.
J

l Yes — Comment ‘ [0 No, See Attached Fire Safety Plan

F.  Gates will provide minimum clearance width of 14’ and will be operable by emergency
responders in accordance with access standards.

I;w‘és — Comment

g

Fire Safety Self-Certification Page 4 of 5



G. Legible signs will be installed to identify parking limitations, fire lanes, on site water source,
electrical service shut off, and any necessary posted weight limits. Signs will be maintained in
~accordance with requirements.

"'{(es — Comment

H. Roads leadingto the prdperty will allow emergency response at a reasonable rate of speed with
little risk of damage to equipment or roads themselves;

71 Yes — Comment [ No, See Attached Fire Safety Plan

OR..... The following improvements to public and private roads have been determined to be necessary:

All necessary improvements will be made and maintained to ensure basic access to the property.

_[1'Yes— Comment 1 No, See Attached Fire Safety Plan

ON-SITE WATER 10.150/11.150 — On site water requirements will be met in the following way:
NOTE: Select either A or B. Previous requirements to install NFPA sprinkler systems have been found
to conflict with State Building Codes.

A. _The proposed dwelling is 3,500 SF or smaller and will be located within a fire protection district.

/0 Yes — Comment [1 No, See Attached Fire Safety Plan

B. The proposed dwelling is 3,500 SF or smaller, will be located outside a fire protection district, and
will provide at least 4,000 gallons of water on site for fire protection.

[ Yes — Comment [1 No, See Attached Fire Safety Plan

I/we acknowledge receipt of the full WC LUDO Chapter 10/NSA LUDO Chapter 11 —Fire Safety
Standards text and illustrations applicable to the land use or building permit request at the time of
application. 1/we have reviewed and certify that the standards have been reviewed and understood.
|/we further certify that all responses to the above questions and improvement designs and locations

- shown on the site plan are true and accurate, and that all planned future compliance will be achieved
withirone ye maintained in perpetuity.

(9O e - OF -2]-204
Name, Ti Date

Name, Title Date

P:\ADMINISTRATIVE\Forms\APPLICAT|ON_FORMS_Planning\FireSafety_Self—Certification.doc Last Updated June 2013
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FRONT / REAR VIEW
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Elevation Drawing

Show the appearance of the proposed structure
from the front, rear, and side view.

Include natural grade, finished grade, and the
height and width of structures as seen from the
horizontal view.

Elevation drawings shall be
drawn to scale.
D Each grid equals 5’ x 5" at a
scale of 1”=10’

D Each grid equals 2.5" x 2.5" at a
scale of 1”=5’




Barn Pros Workshop 40 ft. x 24 ft. Engineered Wood Garage (Installation Not Included)-... Page 1 of 2

Home Services DIY Projects & Ideas Credit Services Pro Xtra Store Finder Order Status Local Ad
— Products . ey Your Store @ Signin
== and Services What can we help you find? Thomas Rd & or Register -

Barn Pros Model THD-BP2440WS  Internet #206887026

Workshop 40 ft. x 24 ft. Engineered Wood Garage
(Installation Not Included)

Write the first Review Questions & Answers (14)

$18,499.00 /:ccce

Product Not Sold In Stores

Open Expanded View Click Image to Zoom

Related Items Product Overview Specifications Recommended ltems Questions & Answers Customer Reviews

Product Overview

The Barn Pros 40 ft. x 24 ft. fully engineered garage package is permit ready and includes stamped engineered blueprints with purchase. A
versatile building for the hobbyist, homeowner or business owner; attractive wood siding with quality cedar trim and corbel accents on the
gable ends make this garage a handsome addition to your property. A door at the front of the building offers convenient entry and there are
six large windows throughout the 960 sq. ft. garage. The two, 24 ft. deep parking bays with 9 ft. wide roll-up doors are large enough to park a
truck, boat, tractor or small camper. And the 300+ sq. ft. of space beyond the parking bays can be used for storage and workspace. Clear-span
trusses and a 10 ft. high sidewall create an open space suitable for storing everything from camping gear to air compressors. The Barn Pros 40
ft. x 24 ft. Workshop includes all structural materials, siding, roofing, garage doors, entry door and windows needed to construct. Also included
are state-stamped blueprints and engineering calculations packet specific to your build site. Delivery and offload to your build site is included
in this package and will be coordinated with you after you've received blueprints and any necessary permits.

California residents: see Proposition 65 information )

+ Permit-ready, includes stamped engineered blueprints

+ Building construction experience is required to assemble this building package

.+ Recommended that customer check with local building authority to obtain necessary permits and review possible site zoning, foundation
and building requirements or restrictions (including, but not limited to: frost depth, soil-bearing pressure, drainage, etc.) prior to purchase

+ Assembled dimension: 480 in. W x 288 in. D x 217 in. H for a total of 960 sq. ft.
+ Solidly constructed of 2in. x 6 in. stud walls 16 in. 0.C., 3/8 in. T1-11 on 7/16 in. OSB sheeting and sturdy-built engineered truss system
+ Engineering for the package is rated (up to) 110 MPH wind loads, 40 |b. snow load, exposure C and seismic D

+ Shiplap plywood panel siding grooved 8 in. 0.C. with seamless joints and long-term durability, cedar wood trim naturally resistant to pests
and decay with minimal warping, shrinking or swelling

+ 10 ft. high wall height, 18 ft. peak height =
Feedback

T e et L | Ve oo e RS

http://www.homedepot.com/p/Barn-Pros-Workshop-40-ft-x-24-ft-Engineered-Wood-Gara... 9/27/2016



Barn Pros Workshop 40 ft. x 24 ft. Engineered Wood Garage (Installation Not Included)-... Page 2 of 2

+ Concrete slab with thickened edge required for installation and is not included
+ Limited lifetime structural warranty
+ Delivery to build-site included

+ Installation not included

Specifications

Dimensions
Approximate Depth (ft.) 24 Coverage Area (sq. ft.) 960
Approximate Width (ft.) 40 Exact Width x Depth 40 ftx 24 ft
Assembled Depth (in.) 288in Garage Door Height (in.) 84
Assembled Height (in.) 216 in Garage Door Width (in.) 108
Assembled Width (in.) 480 in

Details
Frame Material Wood Roof Color Family Black
Maximum Roof Load (Ib./ sq. ft.) 40 Roof Material Shingle
?Amapxri]r;\um Wind Resistance 110 SideDEEr Yes
Number of Garage Doors 2 Siding Color Family Unfinished Wood
Parking Layout Single-Wide Trim Color Family Unfinished Wood
Product Weight (Ib.) 26120.000 Ib Window(s) Yes
Returnable Non-Returnable

Warranty / Certifications
Manufacturer Warranty Limited Conditional Warranty

More Products With These Featurgi

Parking Layout: Single-Wide Coverage Area (sq. ft.): 960 Roof Material: Shingle Brand: Barn Pros

[ |

E:::)‘

Feedback

http://www.homedepot.com/p/Barn-Pros-Workshop-40-ft-x-24-ft-Engineered-Wood-Gara... 9/27/2016
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Owens Corning Oakridge AR Brownwood Shingles (32.8 sq. ft. per Bundle)-786350 - Th... Page 1 of 2

Home Services DIY Projects & Ideas Credit Services Pro Xtra Store Finder Order Status Local Ad
== Products S Your Store @ Signin
== and Services What.can we helpyol find? Thomas Rd ® o Register E

Owens Corning Model 786350  Internet #206830641 Store SKU #1001187679

Oakridge AR Brownwood Shingles (32.8 sq. ft. per Bundle)

Write the first Review Questions & Answers (1)

$28.00 /bundle

If you buy 39 or more

. $22.40 / bundle

Open Expanded View

Recommended Items Product Overview Specifications Questions & Answers Customer Reviews

Product Overview

Oakridge laminated shingles are The Right Choice for long-lasting performance. They have a warm, inviting look in a wide range of popular
colors for a step up from traditional 3-tab shingles. They also offer a Limited Lifetime Warranty (for as long as you own your home) along with
an Algae Resistance Limited Warranty. In addition they provide a 110 MPH wind resistance warranty standard with a 4-nail application. The 130
MPH wind resistance warranty is available with a 6-nail application and Owens Corning Starter Shingle installed in eaves and rakes. Use
corresponding Owens Corning Hip and Ridge shingles to best complement the shingle color on your home.

+ Engineered to deliver class A fire resistance

+ Designed to provide long-lasting durability and striking beauty for your home

+ Compatible with the complete Owens Corning total protection roofing system

+ Made for a new or re-roofing project when installed over any properly built and supported wood roof deck

+ Help protect your roof from unwanted moisture when installed with Owens Corning WeatherLock ice and water products

Specifications

—_7
2
Feedback

NircAneciane
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Owens Corning Oakridge AR Brownwood Shingles (32.8 sq. ft. per Bundle)-786350 - Th...

Details
Attic ventilation required Yes
Color Family Brown
Color/Finish Brownwood
Commercial / Residential Residential
Fire Rating Class A
Impact Resistant No

Warranty / Certifications

Manufacturer Warranty Limited Lifetime

Material

Number of bundles per 100 sq.
ft.

Number of pieces per bundle
Roofing Product Type
Shingle Style

Underlayment Required

_I\/Ipre Product§ \{VithﬁThese Fgatureg

Color Family: Brown Material: Asphalt

Shingle Style: Architectural

Search —|

Roofing Product Type: Standard Shingle

Asphalt

20
Standard Shingle
Architectural

Yes
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Feedback

http://www.homedepot.com/p/Owens-Corning-Oakridge-AR-Brownwood-Shingles-32-8-s...  9/27/2016
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Elevation Drawing Elevation drawings shall be

Show the appearance of the proposed structure

from the front, rear, and side view. I:I
Include natural grade, finished grade, and the

height and width of structures as seen from the I:]
horizontal view.

drawn to scale.
Each grid equals 5’ x5’ at a
scale of 1”7=10’

Each grid equals 2.5’ x 2.5’ at a
scale of 1”=5’







CONCRETE BLOCKS

6’ INTERLOCK BLOCKS PLAIN @550
3’ INTERLOCK BLOCKS PLAIN @530
6’ INTERLOCK BLOCKS ROCK FACE @570
3’ INTERLOCK BLOCKS ROCK FACE @$50

12” TOP CAP BLOCKS @540
6”-8” TOP CAP BLOCKS @360
7 %' ECO BLOCKS @%45
5’ ECO BLOCKS @540
2 % ‘ECO BLOCKS @535
PLANTER’S @$200
POLE BUNKERS @$300
PARKING CURBS @540
x ULTRABLOCKS

5’ FULLSTANDARD AND QUARRY STONE BLOCK
2.5" FULL STANDARD AND QUARRY STONE BLOCK

5 BENCH QUARRY STONE BLOCK
TO ORDER CALL- 360-694-0141

4000LBS
2000LBS
4000LBS

4000LBS

2000LBS
1000LBS
1800LBS
1450LBS
750LBS
2000LBS
2100LBS
200LBS

4120 River Road
The Dalles, OR 97058

Providing Concrete Solutions

Redi Mix, Concrete Blocks, Sand & Gravel

CONCRETE

THE DALLES

Te

Dispatch: 541-298-5818
Office: 541-296-3884
Fax: 541-296-6847

| Fred Ashley

Cell: 541-980-8075

Email: tdcement@yahoo.com

Chuck Ashley










SEMI-TRANSPARENT

CONCRETE
STAIN

For more info, see www.homedepot.com/behrsemiconcretestain
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CONCRETE
STAIN

ED SURFACE
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Chicory STC-32

English Brick STC-33

Tuscan Gold STC-20

o Siliconized 100% Acrylic ¢ Weather Resistant  Protects Against Household Stains and Hot Tire Pick-Up

o Available in 18 Custom Colors ° Flat Finish

ACHIEVE DIFFERENT LOOKS

Tuscan Gold STC-20

Desert Flagstone S

Stone Moss STC-25

Forest Slate ST

Blue Boulder STC-24

Water Stone STC-14




